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This permit will supercede and replace Permit R232B.
Facility Location: St. Marys, Pleasants County, \Wésgjinia
Mailing Address: PO Box 392
St. Marys, WV 26170
Facility Description: Bulk gasoline, diesel, andagibl storage and transfer facility

SIC Codes: 5171
UTM Coordinates:  482.2 km Easting « 4,359.41Manthing ¢ Zone 17
Permit Type: Modification

Description of Change:
Installation of two new ethanol storage tanks aplacement of the existing loading racks
with a new loading rack and vapor recovery unit.

Any person whose interest may be affected, inaydiint not necessarily limited to, the applicantdamy person
who participated in the public comment processa ipermit issued, modified or denied by the Secyetaay appeal
such action of the Secretary to the Air Quality Bbpursuant to article one [8§§ 22B-1-1 et seq.] a@pter 22B of
the Code of West Virginia. West Virginia Code $224.

The source is subject to 45CSR30. Changes audtbbiy this permit must also be incorporated int feility's
Title V operating permit. Commencement of the aens authorized by this permit shall be deterrdibg the
appropriate timing limitations associated with € permit revisions per 45CSR30.

West Virginia Department of Environmental Protectio Division of Air Quality
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1.0  Emission Units
Emission | Emission | Emission Unit Description Year Design Capacity Control
Unit ID Point 1D Installed Device
T501 T501 Gasoline Storage Tank | Installed 1979 2,100,000 gal. N
Modified 2000
T502 T502 Gasoline Storage Tank | Installed 1979 2,100,000 gal. N
Modified 2000
T503 T503 Gasoline Storage Tank 1979 1,260,000 gal N
T601 T601 Ethanol Storage Tank #1 2009 39,500 gal. N
T602 T601 Ethanol Storage Tank #2 2009 39,500 gal. N
TT3 TT3 Loading Rack #3 2010 249,000 gpd gasoline  Vapor
150,000 gpd diesel | Recovery Unit

West Virginia Department of Environmental Protectio Division of Air Quality
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2.0. General Conditions

2.1 Definitions

2.1.1. All references to the "West Virginia Air Rdaibn Control Act” or the "Air Pollution Control At
mean those provisions contained in W.Va. Code §§-220 22-5-18.
2.1.2. The"Clean Air Act" means those provisionstamed in 42 U.S.C. 88§ 7401 to 7671q, and reguiati
promulgated thereunder.
2.1.3. "Secretary" means the Secretary of the Deyggattof Environmental Protection or such other gers
to whom the Secretary has delegated authority tieslpursuant to W.Va. Code §§ 22-1-6 or 22-1-8
(45 CSR § 30-2.12.). The Director of the DivisiohAir Quality is the Secretary's designated
representative for the purposes of this permit.
2.2. Acronyms
CAAA Clean Air Act Amendments NO, Nitrogen Oxides
CBI Confidential Business NSPS New Source Performance
Information Standards
CEM Continuous Emission Monitor PM Particulate Matter
CES Certified Emission Statement PM,. Particulate Matter less than
C.F.R.or CFR Code of Federal Regulations 2.5um in diameter
CcO Carbon Monoxide PM ;o Particulate Matter less than
C.SR.or CSR Codes of State Rules 10pm in diameter
DAQ Division of Air Quality Ppb Pounds per Batch
DEP Department of Environmental pph Pounds per Hour
Protection ppm Parts per Million
dscm Dry Standard Cubic Meter Ppmv or Parts per million by
FOIA Freedom of Information Act ppmv volume
HAP Hazardous Air Pollutant PSD Prevention of Significant
HON Hazardous Organic NESHAP Deterioration
HP Horsepower psi Pounds per Square Inch
Ibs/hr Pounds per Hour SIC Standard Industrial
LDAR Leak Detection and Repair Classification
M Thousand SIP State Implementation Plan
MACT Maximum Achievable SO, Sulfur Dioxide
Control Technology TAP Toxic Air Pollutant
MDHI Maximum Design Heat Input  TPY Tons per Year
MM Million TRS Total Reduced Sulfur
MM Btu/hr or Million British Thermal Units TSP Total Suspended Particulate
mmbtu/hr per Hour USEPA United States Environmental
MM CF/hr or Million Cubic Feet per Hour Protection Agency
mmcf/hr UTM Universal Transverse
NA Not Applicable Mercator
NAAQS National Ambient Air Quality VEE Visual Emissions Evaluation
Standards VOC Volatile Organic Compounds
NESHAPS National Emissions Standards VOL Volatile Organic Liquids

for Hazardous Air Pollutants

West Virginia Department of Environmental Protectio Division of Air Quality
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2.3.  Authority

This permit is issued in accordance with West WiigiAir Pollution Control Law W.Va. Code 88§22-5-1
et seq. and the following Legislative Rules prorategl thereunder:

2.3.1. 45CSR13 PRermits for Construction, Modification, Relocatiand Operation of Stationary Sources
of Air Pollutants, Notification Requirements, Temgyg Permits, General Permits and Procedures
for Evaluation;

24. Term and Renewal

2.4.1. This permit supercedes and replaces preyi@stled Permit R13-2322B. This permit shall remai
valid, continuous and in effect unless it is redisispended, revoked or otherwise changed under an
applicable provision of 45CSR13 or any applicabtgdlative rule.

2.5. Duty to Comply

2.5.1. The permitted facility shall be constructend aoperated in accordance with the plans and
specifications filed in Permit Application R13-232R213-2322A, R13-2322B and R13-2322C and
any modifications, administrative updates, or amegts thereto. The Secretary may suspend or
revoke a permit if the plans and specificationsrughich the approval was based are not adhered to;
[45CSR8813-5.11 and 13-10.3]

2.5.2. The permittee must comply with all conditi@fi¢his permit. Any permit noncompliance conggsi
a violation of the West Virginia Code and the CléanAct and is grounds for enforcement action
by the Secretary or USEPA,;

2.5.3. Violations of any of the conditions contaimethis permit, or incorporated herein by refermay
subject the permittee to civil and/or criminal piiea for each violation and further action or reties
as provided by West Virginia Code 22-5-6 and 22-5-7

2.5.4. Approval of this permit does not relieve gegmittee herein of the responsibility to apply émd
obtain all other permits, licenses and/or approfral® other agencies; i.e., local, state and fddera
which may have jurisdiction over the constructiowl/@r operation of the source(s) and/or facility
herein permitted.

2.6. Duty to Provide Infor mation

The permittee shall furnish to the Secretary withireasonable time any information the Secretary ma
request in writing to determine whether cause sxistadministratively updating, modifying, revogiar
terminating the permit or to determine compliand& ¥he permit. Upon request, the permittee shlath
furnish to the Secretary copies of records to ljg kg the permittee. For information claimed to be
confidential, the permittee shall furnish such résdo the Secretary along with a claim of confidsgity

in accordance with 45CSR31. If confidential infation is to be sent to USEPA, the permittee shall
directly provide such information to USEPA alondhwa claim of confidentiality in accordance with 40
C.F.R. Part 2.

West Virginia Department of Environmental Protectio Division of Air Quality
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2.7.

2.8.

2.9.

2.10.

211

212

Duty to Supplement and Correct I nformation

Upon becoming aware of a failure to submit anyvaté facts or a submittal of incorrect informatian
any permit application, the permittee shall progmgtibmit to the Secretary such supplemental facts o
corrected information.

Administrative Update

The permittee may request an administrative upttathis permit as defined in and according to the
procedures specified in 45CSR13.

[45CSR§13-4]

Permit Modification

The permittee may request a minor modificationhis permit as defined in and according to the
procedures specified in 45CSR13.

[45CSR§13-5.4.]

Major Permit Modification

The permittee may request a major modificationefsdd in and according to the procedures specified
in 45CSR14 or 45CSR19, as appropriate.

[45CSR813-5.1]

Inspection and Entry

The permittee shall allow any authorized repredemteof the Secretary, upon the presentation of
credentials and other documents as may be regoyréaiv, to perform the following:

a. At all reasonable times (including all times ihigh the facility is in operation) enter upon the
permittee's premises where a source is locatechmsmns related activity is conducted, or where
records must be kept under the conditions of tarsnd;

b. Have access to and copy, at reasonable timeseaogds that must be kept under the conditions of
this permit;

c. Inspect at reasonable times (including all tiimeshich the facility is in operation) any faciés,
equipment (including monitoring and air pollutionntrol equipment), practices, or operations

regulated or required under the permit;

d. Sample or monitor at reasonable times substancearameters to determine compliance with the
permit or applicable requirements or ascertairatheunts and types of air pollutants discharged.

Emergency

2.12.1. An"emergency" means any situation arigiognfsudden and reasonable unforeseeable eventstbeyo

the control of the source, including acts of Gobiol situation requires immediate corrective action
to restore normal operation, and that causes thecsao exceed a technology-based emission

West Virginia Department of Environmental Protectio Division of Air Quality
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limitation under the permit, due to unavoidableé@ases in emissions attributable to the emergency.
An emergency shall not include noncompliance to elktent caused by improperly designed
equipment, lack of preventative maintenance, casade improper operation, or operator error.

2.12.2. Effect of any emergency. An emergency dmss an affirmative defense to an action brodight

noncompliance with such technology-based emissioitetions if the conditions of Section 2.12.3
are not met.

2.12.3. The affirmative defense of emergency shall demonstrated through properly signed,

contemporaneous operating logs, or other relevaderce that:
a. Anemergency occurred and that the permitteedeaify the cause(s) of the emergency;
b. The permitted facility was at the time being pdyp operated;

c. During the period of the emergency the permitbe& all reasonable steps to minimize levels of
emissions that exceeded the emission standardtherrequirements in the permit; and,

d. The permittee submitted notice of the emergenati¢ Secretary within one (1) working day of
the time when emission limitations were exceedesltdithe emergency and made a request for
variance, and as applicable rules provide. ThiE@anust contain a detailed description of the
emergency, any steps taken to mitigate emissiahcarrective actions taken.

2.12.4. Inany enforcement proceeding, the pernmsieking to establish the occurrence of an emeyders

the burden of proof.

2.12.5. The provisions of this section are in additio any emergency or upset provision containexhin

2.13.

2.14.

2.15.

applicable requirement.
Need to Halt or Reduce Activity Not a Defense

It shall not be a defense for a permittee in anmeiment action that it should have been necesséugit

or reduce the permitted activity in order to mamtaompliance with the conditions of this permit.
However, nothing in this paragraph shall be cowrstras precluding consideration of a need to halt or
reduce activity as a mitigating factor in determgpenalties for noncompliance if the health, safet
environmental impacts of halting or reducing operat would be more serious than the impacts of
continued operations.

Suspension of Activities

In the event the permittee should deem it necegsasyispend, for a period in excess of sixty (60)
consecutive calendar days, the operations autltboizthis permit, the permittee shall notify the&zary,

in writing, within two (2) calendar weeks of thesging of the sixtieth (60) day of the suspensiaiope

Property Rights

This permit does not convey any property rightarmf sort or any exclusive privilege.

West Virginia Department of Environmental Protectio Division of Air Quality
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2.16. Severability

The provisions of this permit are severable andishany provision(s) be declared by a court of cetapt
jurisdiction to be invalid or unenforceable, alhet provisions shall remain in full force and effec

2.17. Transferability

This permit is transferable in accordance withrégguirements outlined in Section 10.1 of 45CSR13.
[45CSR§13-10.1]

2.18. Notification Requirements

The permittee shall notify the Secretary, in wgtino later than thirty (30) calendar days afterahtual
startup of the operations authorized under thisfier

2.19. Credible Evidence

Nothing in this permit shall alter or affect theilitp of any person to establish compliance with,ao
violation of, any applicable requirement througé tfse of credible evidence to the extent authotiged
law. Nothing in this permit shall be construedMaive any defense otherwise available to the peait
including, but not limited to, any challenge to ttredible evidence rule in the context of any fatur
proceeding.

West Virginia Department of Environmental Protectio Division of Air Quality
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3.0. Facility-Wide Requirements
3.1 Limitations and Standards

3.1.1. Open burning. The open burning of refuse by any person, firmpoaation, association or public
agency is prohibited except as noted in 45CSR86-3.1
[45CSR86-3.1]

3.1.2. Open burning exemptions. The exemptions listed in 45CSR86-3.1 are subjethdofollowing
stipulation: Upon notification by the Secretany person shall cause, suffer, allow or permit amngnf
of open burning during existing or predicted pesioflatmospheric stagnation. Notification shall be
made by such means as the Secretary may deem amgcasd feasible.
[45CSR&6-3.2]

3.1.3. Asbestos. The permittee is responsible for thoroughly insimecthe facility, or part of the facility,
prior to commencement of demolition or renovationthe presence of asbestos and complying with
40 C.F.R. § 61.145, 40 C.F.R. § 61.148, and 40RC.$61.150. The permittee, owner, or operator
must notify the Secretary at least ten (10) workiags prior to the commencement of any asbestos
removal on the forms prescribed by the Secretathef permittee is subject to the notification
requirements of 40 C.F.R. § 61.145(b)(3)(i). THeHPA, the Division of Waste Management and
the Bureau for Public Health - Environmental Headtuire a copy of this notice to be sent to them.
[40CFR861.145(b) and 45CSR8§34]

3.1.4. Odor. No person shall cause, suffer, allow or permitdiseharge of air pollutants which cause or
contribute to an objectionable odor at any locatiooupied by the public.
[45CSRE&4-3.1 State-Enforceable only.]

3.1.5. Permanent shutdown. A source which has not operated at least 500 hinwse 12-month period
within the previous five (5) year time period maydpnsidered permanently shutdown, unless such
source can provide to the Secretary, with reasengécificity, information to the contrary. All
permits may be modified or revoked and/or reappiboaor application for new permits may be
required for any source determined to be permanshtitdown.

[45CSR§13-10.5]

3.1.6. Standby plan for reducing emissions. When requested by the Secretary, the permittebsleplare
standby plans for reducing the emissions of ailupats in accordance with the objectives set forth
in Tables I, I, and IIl of 45 C.S.R. 11.
[45CSR811-5.2]
3.2. Monitoring Requirements
[Reserved]
3.3.  Testing Requirements
3.3.1. Stack testing. As per provisions set forth in this permit or alsestvise required by the Secretary,

in accordance with the West Virginia Code, undegdyiegulations, permits and orders, the
permittee shall conduct test(s) to determine caampk with the emission limitations set forth in

West Virginia Department of Environmental Protectio Division of Air Quality



Permit R13-2322C Page 10 of 20
St. Marys Refining Company « St. Marys Terminal

this permit and/or established or set forth in ulyileg documents. The Secretary, or his duly
authorized representative, may at his option witreesconduct such test(s). Should the Secretary
exercise his option to conduct such test(s), trexaipr shall provide all necessary sampling
connections and sampling ports to be located ih suenner as the Secretary may require, power
for test equipment and the required safety equipnseich as scaffolding, railings and ladders, to
comply with generally accepted good safety prasti€eich tests shall be conducted in accordance
with the methods and procedures set forth in thrsnit or as otherwise approved or specified by
the Secretary in accordance with the following:

a. The Secretary may on a source-specific basioappr specify additional testing or
alternative testing to the test methods specifietthé permit for demonstrating compliance
with 40 C.F.R. Parts 60, 61, and 63 in accordaritietive Secretary’s delegated authority and
any established equivalency determination methddshnare applicable. If a testing method
is specified or approved which effectively replaadsst method specified in the permit, the
permit may be revised in accordance with 45CSR82845CSR813-5.4 as applicable.

b. The Secretary may on a source-specific basioappr specify additional testing or
alternative testing to the test methods specifietthé permit for demonstrating compliance
with applicable requirements which do not involeddral delegation. In specifying or
approving such alternative testing to the test oeththe Secretary, to the extent possible,
shall utilize the same equivalency criteria as \eidag used in approving such changes under
Section 3.3.1.a. of this permit. If a testing noetlis specified or approved which effectively
replaces a test method specified in the permitpdrenit may be revised in accordance with
45CSR§13-4 or 45CSR§13-5.4 as applicable.

c. All periodic tests to determine mass emissioiitdifiom or air pollutant concentrations in
discharge stacks and such other tests as speicified permit shall be conducted in
accordance with an approved test protocol. Urpesgiously approved, such protocols shall
be submitted to the Secretary in writing at lehityt (30) days prior to any testing and shall
contain the information set forth by the Secretémaddition, the permittee shall notify the
Secretary at least fifteen (15) days prior to @&sfinhg so the Secretary may have the
opportunity to observe such tests. This notifmashall include the actual date and time
during which the test will be conducted and, if eqiate, verification that the tests will fully
conform to a referenced protocol previously appdovg the Secretary.

[WV Code § 22-5-4(a)(15)]

3.4. Recor dkeeping Requirements

3.4.1. Retention of records. The permittee shall maintain records of all infotima (including monitoring
data, supportinformation, reports and notificasimequired by this permit recorded in a form dléa
and readily available for expeditious inspectior aaview. Support information includes all
calibration and maintenance records and all origitngp-chart recordings for continuous monitoring
instrumentation. The files shall be maintaineddbleast five (5) years following the date of each
occurrence, measurement, maintenance, correctivv@aeport, or record. At a minimum, the most
recent two (2) years of data shall be maintainesiten The remaining three (3) years of data neay b
maintained off site, but must remain accessibl&iwid reasonable time. Where appropriate, the
permittee may maintain records electronically (computer, on computer floppy disks, CDs, DVDs,
or magnetic tape disks), on microfilm, or on migché.

West Virginia Department of Environmental Protectio Division of Air Quality
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3.4.2.

Odors. For the purposes of 45CSR4, the permittee shalhtaiai a record of all odor complaints
received, any investigation performed in responsgith a complaint, and any responsive action(s)
taken.

[45CSR&4. State-Enforceable only.]

3.5. Reporting Requirements

3.5.1.

3.5.2.

3.5.3.

3.5.4.

3.5.

Responsibleofficial. Any application form, report, or compliance ceddfiion required by this permit

to be submitted to the DAQ and/or USEPA shall ciordacertification by the responsible official that
states that, based on information and belief foraer reasonable inquiry, the statements and
information in the document are true, accuratecmdplete.

Confidential information. A permittee may request confidential treatmenttif@ submission of
reporting required by this permit pursuant to thrthtions and procedures of W.Va. Code § 22-5-10
and 45CSR31.

Correspondence. All notices, requests, demands, submissions aret afmmunications required
or permitted to be made to the Secretary of DEPoadSEPA shall be made in writing and shall be
deemed to have been duly given when delivered by, mailed first class with postage prepaid
to the address(es) set forth below or to such @ibeson or address as the Secretary of the Departme
of Environmental Protection may designate:

If tothe DAQ: If to the USEPA:
Director Associate Director
WVDEP Office of Enforcement and Permits Review
Division of Air Quality (3AP12)
601 57th Street, SE U. S. Environmental Protection Agency
Charleston, WV 25304-2345 Region Il

1650 Arch Street
Philadelphia, PA 19103-2029

Operating Fee.

4.1. In accordance with 45CSR30 — Operating R&mogram, the permittee shall submit a Certified
Emissions Statement (CES) and pay fees on an abasal in accordance with the submittal
requirements of the Division of Air Quality. A reipt for the appropriate fee shall be maintained
on the premises for which the receipt has beerissand shall be made immediately available
for inspection by the Secretary or his/her duljhatized representative.

3.5.5. Emission inventory. At such time(s) as the Secretary may designatgehmittee herein
shall prepare and submit an emission inventorytlier previous year, addressing the
emissions from the facility and/or process(es) attled herein, in accordance with the
emission inventory submittal requirements of thei®on of Air Quality. After the initial
submittal, the Secretary may, based upon the typegaantity of the pollutants emitted,
establish a frequency other than on an annual.basis

West Virginia Department of Environmental Protectio Division of Air Quality
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4.0.  Source-Specific Requirements

4.1. Limitations and Standards
4.1.1. Maximum allowable VOC emissions from the djasatanks shall not exceed the following:
Emission Source Tons per Year
T501 7.43
T502 7.43
T503 1.67
4.1.2 Emissions from the equipment and procesdesl I=low shall not exceed the following:
VOC Total Hap
Ib/hr tpy Ib/hr tpy
Loading Rack-Gasoline 11.04 11.97 0.51 0.55
Loading Rack-Den. Eth. 1.23 1.46 0.02 0.02
Loading Rack - Diesel 0.30 0.22 0.18 0.13
Fugitives 0.31 1.35 0.02 0.07
T601 6.22 0.08
1.73 0.02
T602 6.22 0.08
Total 25.32 16.73 0.89 0.79

4.1.3 Gasoline and fuel ethanol (combined) loadoninfLoading Rack No. 3 (TT3) shall not exceed
249,000 gallons per day nor 82,000,000 gallonsypar. The annual limit shall be based on a 12
month rolling total.

4.1.4 Diesel loadout from TT3 shall not exceed 160,8allons per day nor 40,000,000 gallons per year.
The annual limit shall be based on a 12 monthngliotal.

4.1.5 Emissions resulting from the load out of gmsohnd fuel ethanol at TT3 shall be controlledaby
vapor recovery unit (1C) and shall not exceed 3®fiigtal Organic Compounds per liter of gasoline
loaded out.

[40 CFR&60.502(b)]
4.1.6  Fuel ethanol throughput in tanks T601 and T€@&l not exceed a combined total of 1,000,000

gallons per month nor 10,000,000 gallons per y&4re annual limit shall be based on a 12 month
rolling total.

West Virginia Department of Environmental Protectio Division of Air Quality
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4.1.7  Preventive maintenance shall be performedhervapor recovery unit at least every six months to
ensure proper working order.

4.1.8 The facility shall comply with all applicabpeovisions of 40 CFR 60 Subpart Kb including but no
limited to the following:

4.1.8.1 The owner or operator of each storage vessstructed, reconstructed, or modified after July
23, 1984, to which 40 C.F.R. Part 60, Subpart Ktiliap, either with a design capacity greater
than or equal to 151 hwontaining a VOL that, as stored, has a maximwm® wapor pressure
equal to or greater than 5.2 kPa but less thanka6or with a design capacity greater than or
equal to 75 rbut less than 151 aontaining a VOL that, as stored, has a maximueapor
pressure equal to or greater than 27.6 kPa butHarss/6.6 kPa, shall equip each storage vessel
with one of the following:

4.1.8.1.1 A fixed roof in combination with an intefnfloating roof meeting the following
specifications:

4.1.8.1.1.1 Theinternalfloating roof shall restioat on the liquid surface (but not necessarily
in complete contact with it) inside a storage vesisat has a fixed roof. The
internal floating roof shall be floating on theuid surface at all times, except
during initial fill and during those intervals whéme storage vessel is completely
emptied or subsequently emptied and refilled. Wtherroof is resting on the leg
supports, the process of filling, emptying, orlii@iy shall be continuous and shall
be accomplished as rapidly as possible.

4.1.8.1.1.2 Each internal floating roof shall be ippad with one of the following closure
devices between the wall of the storage vessettanddge of the internal floating
roof:

4.1.8.1.1.2.1 A foam- or liquid-filled seal mountéd contact with the liquid (liquid-
mounted seal). A liquid-mounted seal means a foamiiquid-filled seal
mounted in contact with the liquid between the wélihe storage vessel and
the floating roof continuously around the circurefece of the tank.

4.1.8.1.1.2.2 Two seals mounted one above the sthtbiat each forms a continuous closure
that completely covers the space between the filkstorage vessel and the
edge of the internal floating roof. The lower sealy be vapor-mounted, but
both must be continuous.

4.1.8.1.1.2.3 Amechanical shoe seal. A mechasits seal is a metal sheet held vertically
against the wall of the storage vessel by sprimgaeighted levers and is
connected by braces to the floating roof. A fléxiboated fabric (envelope)
spans the annular space between the metal shetteafidating roof.

4.1.8.1.1.3 Each opening in a noncontact intermaltihg roof except for automatic bleeder
vents (vacuum breaker vents) and the rim spaces\gnbd provide a projection
below the liquid surface.
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4.1.8.1.1.4 Each opening in the internal floatingfiexcept for leg sleeves, automatic bleeder
vents, rim space vents, column wells, ladder wsdisiple wells, and stub drains is
to be equipped with a cover or lid which is to beimained in a closed position at
all times (i.e., no visible gap) except when theickeis in actual use. The cover or
lid shall be equipped with a gasket. Covers omescess hatch and automatic
gauge float well shall be bolted except when theyiause.

4.1.8.1.1.5 Automatic bleeder vents shall be equipgith a gasket and are to be closed at all
times when the roof is floating except when thd imbeing floated off or is being
landed on the roof leg supports.

4.1.8.1.1.6 Rim space vents shall be equipped vgs&et and are to be set to open only when
the internal floating roof is not floating or atettmanufacturer’'s recommended
setting.

4.1.8.1.1.7 Each penetration of the internal flaatimof for the purpose of sampling shall be
a sample well. The sample well shall have aatitit cover that covers at least 90
percent of the opening.

4.1.8.1.1.8 Each penetration of the internal flgatioof that allows for passage of a column
supporting the fixed roof shall have a flexible riabsleeve seal or a gasketed
sliding cover.

4.1.8.1.1.9 Each penetration of the internal flaatioof that allows for passage of a ladder
shall have a gasketed sliding cover.

4,1.8.1.2 An external floating roof. An externaldting roof means a pontoon-type or double-
deck type cover that rests on the liquid surfaca iressel with no fixed roof. Each
external floating roof must meet the following sifieations:

4.1.8.1.2.1 Each external floating roof shall beippied with a closure device between the wall
of the storage vessel and the roof edge. The adevice is to consist of two
seals, one above the other. The lower seal igreeféo as the primary seal, and the
upper seal is referred to as the secondary seal.

4.1.8.1.2.1.1 The primary seal shall be either ahaeical shoe seal or a liquid-mounted
seal. Except as provided in §60.113b(b)(4) [Sect3.1. (b)(4)], the seal
shall completely cover the annular space betweepdige of the floating roof
and tank wall.

4.1.8.1.2.1.2 The secondary seal shall completelercthe annular space between the
external floating roof and the wall of the storagesel in a continuous fashion
except as allowed in §60.113b(b)(4) [Section 4(B)14)].

4.1.8.1.2.2 Except for automatic bleeder vents and space vents, each opening in a
noncontact external floating roof shall provide@jection below the liquid surface.
Except for automatic bleeder vents, rim space yeots drains, and leg sleeves,
each opening in the roof is to be equipped withskgted cover, seal, or lid that is
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41.8.1.2.3

to be maintained in a closed position at all tifies, no visible gap) except when
the device is in actual use. Automatic bleedets/are to be closed at all times
when the roof is floating except when the roofasly floated off or is being landed
on the roof leg supports. Rim vents are to beasepen when the roof is being
floated off the roof legs supports or at the maotufieer's recommended setting.
Automatic bleeder vents and rim space vents dboe tgasketed. Each emergency
roof drain is to be provided with a slotted memigréabric cover that covers at least
90 percent of the area of the opening.

The roof shall be floating on the ligatdll times (i.e., off the roof leg supports)
except during initial fill until the roof is liftedff leg supports and when the tank is
completely emptied and subsequently refilled. pitmeess of filling, emptying, or
refilling when the roof is resting on the leg sugpahall be continuous and shall
be accomplished as rapidly as possible.

4.1.8.1.3 A closed vent system and control devicetimg the following specifications:

418.1.3.1

41.8.1.3.2

The closed vent system shall be desigmexllect all VOC vapors and gases
discharged from the storage vessel and operatédneidetectable emissions as
indicated by an instrument reading of less than j®® above background and
visual inspections, as determined in part 60, sibpd, §60.485(b).

The control device shall be designedogredated to reduce inlet VOC emissions
by 95 percent or greater. If a flare is used asctintrol device, it shall meet the
specifications described in the general controlaerequirements (§60.18) of the
General Provisions (40 C.F.R. Part 60).

4.1.8.1.4 A system equivalent to those describe®kiction 4.1.3. (1), (2), or (3) as provided in
860.114b of 40 C.F.R. 60 Subpart Kb.
[45CSR816, 40 C.F.R. Part 60 §112b(a)] {Tanks T501 and T502 Only}

4.1.9 The owner or operator of each storage vessstricted, reconstructed, or modified May 18, 1978
and prior to July 23, 1984, to which 40 C.F.R. BartSubpart Ka applies, which contains a petroleum
liquid which, as stored, has a true vapor pressgual to or greater than 10.3 kPa (1.5 psia) but no
greater than 76.6 kPa (11.1 psia) shall equipttthrage vessel with one of the following:

4.1.9.1 An external floating roof, consisting of @poon-type or double-deck-type cover that rests on
the surface of the liquid contents and is equippitiila closure device between the tank wall and
the roof edge. Except as provided in Section 4(1.4ii)(D), the closure device is to consist of
two seals, one above the other. The lower seafésred to as the primary seal and the upper seal
is referred to as the secondary seal. The raoflie floating on the liquid at all times (i.e.f of
the roof leg supports) except during initial fihh when the tank is completely emptied and
subsequently refilled. The process of emptying r@fiting when the roof is resting on the leg
supports shall be continuous and shall be accohgalias rapidly as possible.

41911 The primary seal is to be either a metahioe seal, a liquid-mounted seal, or a vapor-
mounted seal. Each seal is to meet the followingirements:
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4.1.9.1.1.1 The accumulated area of gaps betwedartkevall and the metallic shoe seal or
the liquid-mounted seal shall not exceed 212 pen meter of tank diameter (10.0
in? per ft of tank diameter) and the width of any fmariof any gap shall not exceed
3.81cm (1 %in).

4.1.9.1.1.2 The accumulated area of gaps betweetankevall and the vapor-mounted seal
shall not exceed 21.2 émer meter of tank diameter (1.8 prer ft of tank diameter)
and the width of any portion of any gap shall nateed 1.27 cm (%2 in).

4.1.9.1.1.3 One end of the metallic shoe is to ekisto the stored liquid and the other end is
to extend a minimum vertical distance of 61 cm if24above the stored liquid
surface.

4.1.9.1.14 There are to be no holes, tears, or apenings in the shoe, seal fabric, or seal
envelope.

4.19.1.2 The secondary seal is to meet the fatigwequirements:

4.1.9.1.2.1 The secondary seal is to be installedethe primary seal so that it completely
covers the space between the roof edge and thenalhlexcept as provided in
Section 4.1.4. (1)(ii)(B).

4.1.9.1.2.2 The accumulated area of gaps betwedartkavall and the secondary seal used in
combination with a metallic shoe or liquid-mounfetmary seal shall not exceed
21.2 cm per meter of tank diameter (1.6 per ft. of tank diameter) and the width
of any portion of any gap shall not exceed 1.27%nmn.). There shall be no gaps
between the tank wall and the secondary seal msedmbination with a vapor-
mounted primary seal.

4.1.9.1.2.3 There are to be no holes, tears or ofemnings in the seal or seal fabric.

4.1.9.1.2.4 The owner or operator is exempted flwgrréquirements for secondary seals and
the secondary seal gap criteria when performingngagsurements or inspections
of the primary seal.

419.1.3 Each opening in the roof except for autantdeeder vents and rim space vents is to
provide a projection below the liquid surface. Ea&pening in the roof except for
automatic bleeder vents, rim space vents and émysk is to be equipped with a cover,
seal or lid which is to be maintained in a closeslifion at all times (i.e., no visible gap)
except when the device is in actual use or as ibestin Section 4.1.4. (1)(iv).
Automatic bleeder vents are to be closed at aksimhen the roof is floating, except
when the roof is being floated off or is being ladan the roof leg supports. Rim vents
are to be set to open when the roof is being ftbatéthe roof legs supports or at the
manufacturer’'s recommended setting.

419.14 Each emergency roof drain is to be praligigh a slotted membrane fabric cover that
covers at least 90 percent of the area of the ageni
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4.1.9.2 A fixed roof with an internal floating tymmver equipped with a continuous closure device
between the tank wall and the cover edge. Therdsve be floating at all times, (i.e., off thele
supports) except during initial fill and when tlak is completely emptied and subsequently
refilled. The process of emptying and refillingevithe cover is resting on the leg supports shall
be continuous and shall be accomplished as ragédhpssible. Each opening in the cover except
for automatic bleeder vents and the rim space \isttsprovide a projection below the liquid
surface. Each opening in the cover except forraatiw bleeder vents, rim space vents, stub
drains and leg sleeves is to be equipped with arceeal, or lid which is to be maintained in a
closed position at all times (i.e., no visible gaxXcept when the device is in actual use.
Automatic bleeder vents are to be closed at asimhen the cover is floating except when the
cover is being floated off or is being landed om g supports. Rim vents are to be set to open
only when the cover is being floated off the legsarts or at the manufacturer's recommended
setting.

4.1.9.3 A vapor recovery system which collects &ll/vapors and gases discharged from the storage
vessel, and a vapor return or disposal system vidigésigned to process such VOC vapors and
gases so as to reduce their emission to the atracesply at least 95 percent by weight.

4.1.9.4 A system equivalent to those described ati®@e4.1.4. (1), (2), or (3) of this section asyided
in 860.114a.
[40 C.F.R. Part 60 §112a(a)] {Tank T503 Only}

4.1.10 The permittee shall comply with all appliepiovisions of 40 CFR 60 Subpart XX including bot
limited to the following:

4.1.10.1 Each affected facility shall be equippethwai vapor collection system designed to colleet th
total organic compound vapors displaced from tangks during loading.
40 C.F.R. Part 60 §502(a)

4.1.10.2 The emissions to the atmosphere from therweollection system due to the loading of liquid
product into gasoline tank trucks are not to ex&tenhilligrams of total organic compounds per
liter of gasoline loaded.
40 C.F.R. Part 60 8§502(b)

4.1.11. Operation and Maintenance of Air Pollution Control Equipment. The permittee shall, to the
extent practicable, install, maintain, and ope&ditpollution control equipment listed in Sectio® 1
and associated monitoring equipment in a mannesistemt with safety and good air pollution control
practices for minimizing emissions, or comply wéitny more stringent limits set forth in this permit
or as set forth by any State rule, Federal reguiator alternative control plan approved by the
Secretary.

[45CSR813-5.11]

4.2.  Testing Requirements
4.2.1. The permittee shall comply with all applieat#sting requirements of 40 CFR 60 Subpart Ka.
4.2.2  The permittee shall comply with all applicatasting requirements of 40 CFR 60 Subpart Kb.

4.2.3  The permittee shall comply with all applicatasting requirements of 40 CFR 60 Subpart XX.
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4.3. Monitoring and Recor dkeeping Requirements

4.3.1. Record of Monitoring. The permittee shall keep records of monitoringiimfation that include the
following:

a. The date, place as defined in this permit and tfrsampling or measurements;
b. The date(s) analyses were performed;

c. The company or entity that performed the analyses

d. The analytical techniques or methods used;

e. The results of the analyses; and

f.  The operating conditions existing at the timesafnpling or measurement.

4.3.2. Record of Maintenance of Air Pollution Control Equipment. For all pollution control equipment
listed in Section 1.0, the permittee shall maintgourate records of all required pollution control
equipment inspection and/or preventative maintemg@nocedures.

4.3.3. Record of Malfunctions of Air Pollution Control Equipment. For all air pollution control
equipment listed in Section 1.0, the permitteelshalntain records of the occurrence and duration
of any malfunction or operational shutdown of thigpallution control equipment during which excess
emissions occur. For each such case, the folloimfiogmation shall be recorded:

a. The equipment involved.
b. Steps taken to minimize emissions during the teven
c. The duration of the event.

d. The estimated increase in emissions during tbatev

For each such case associated with an equipmefuno@ébn, the additional information shall also be
recorded:

e. The cause of the malfunction.
f.  Steps taken to correct the malfunction.

g. Any changes or modifications to equipment or ptaes that would help prevent future
recurrences of the malfunction.

4.3.4. Inorder to determine compliance with 4. 18 4.1.4 of this permit, the permittee shall manéod
record the amount of gasoline, ethanol, and dieadkd out from the new loading rack on a daily and
monthly basis.
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4.3.5 Inorderto determine compliance with 4.1.6haf permit, the permittee shall monitor and reldbe
amount of ethanol throughput in tanks T601 and T@&®2a monthly basis.

4.3.6  The permittee shall comply with all applicatmenitoring, recordkeeping and reporting requiret®ien
of 40 CFR 60 Subpart Ka.

4.3.7  The permittee shall comply with all applicaimenitoring, recordkeeping and reporting requiretsien
of 40 CFR 60 Subpart Kb.

4.3.8  The permittee shall comply with all applicafpienitoring, recordkeeping and reporting requiretsien
of 40 CFR 60 Subpart XX.

4.3.9 Inordertodetermine compliance with the priive maintenance requirements of 4.1.7 of thisige
the permittee shall have the vapor recovery urdtkld for proper operation by qualified personnel
and maintain a record of the date the preventivietereance was performed and what services were
provided.
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CERTIFICATION OF DATA ACCURACY

I, the undersigned, hereby certify that, baseafmmination and belief formed after reasonable inqui

all information contained in the attached , representinptied

beginning and ending , and any supporting

documents appended hereto, is true, accurate canplete.

Signaturé

(please use blue ink) Responsible Official or Auited Representative Date

Name and Title

(please print or type) Name Title

Telephone No. Fax No

1 This form shall be signed by a "Responsible OffitidResponsible Official® means one of the follioy:

a. For a corporation: The president, secretargstrer, or vice-president of the corporation inrghaof a
principal business function, or any other person whrforms similar policy or decision-making furacts for
the corporation, or a duly authorized represergativsuch person if the representative is resptng&b the
overall operation of one or more manufacturingdpiciion, or operating facilities applying for orgect to
a permit and either:

(I) the facilities employ more than 250 persons avéha gross annual sales or expenditures exce$ag
million (in second quarter 1980 dollars), or

(ii) the delegation of authority to such represaméais approved in advance by the Director;

b. For a partnership or sole proprietorship: a gangartner or the proprietor, respectively;

c. For a municipality, State, Federal, or other jmubhtity: either a principal executive officerranking elected
official. For the purposes of this part, a priradipxecutive officer of a Federal agency includes ¢hief
executive officer having responsibility for the ok operations of a principal geographic unitloé agency

(e.g., a Regional Administrator of USEPA); or

d. The designated representative delegated withauitiority and approved in advance by the Director.
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